




















BALL VALVE 141-4

DESCRIPTION

The Model 141-4 Ball Valve is a Y4-turn shutoff device
used for isolating the pilot system from the main
valve. They are extremely useful for performing

routine maintenance and troubleshooting.

Ball valves are standard on water service valves;
optional on fuel service valves.

MODEL 141-4 MATRIX
MATERIAL PART INLET/QUTLET A B C USED ON
NUMBER (NPT) VALVE SIZE*

Bronze 680100 3/8 13/4 | 31/2 | 17/8 1 %"-6"
Bronze 680101 1/2 2 31/2 | 21/4 8"-10"
Bronze 680102 3/4 3 43/4 [21/4 12"-16"

Stn. Steel | 680700 3/8 2 33/4 |21/8 1 %"-6"

Stn. Steel | 680701 1/2 214 | 334 |21/2 8"-10"

Stn. Steel | 680702 3/4 3 43/4 [21/4 12"-16"

SCHEMATIC
SYMBOL

The Model 141-4 Ball Valve is
shown on OCV Valve

Schematics as:

EXAMPLE: Shown here on a
MODEL 127-4 Pressure
Reducing / Check Valve.
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MODEL 155 MATRIX

VALVE POSITION INDICATOR 135

DESCRIPTION

The Model 155 Visual Indicator is a device that enables the user to determine the extent of
opening of a control valve. It consists of an adaptor threaded into the center port of the
valve bonnet, a rod threaded into the main valve stem, a sealing O-ring, and a protective
clear plastic housing. The indicator rod moves as the valve opens and closes. It may be
installed on virtually any OCV control valve, and can be done so without any disassembly

of the valve itself.

WHERE USED - Standard on Series 94 Check Valves, Series 3330 Altitude Valves, and
Series 22 Digital Control Valves. Optional on any other valve not employing a limit switch

or position transmitter.
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